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continuous monitoring system (includ-
ing a CPMS or COMS) to comply with 
the emission limitation in this subpart, 
you must include the information in 
paragraphs (b)(1) through (4) of this 
section and the information in para-
graphs (b)(8)(i) through (xi) of this sec-
tion. This includes periods of startup, 
shutdown, and malfunction. 

(i) The date and time that each mal-
function started and stopped. 

(ii) The date and time that each con-
tinuous monitoring system was inoper-
ative, except for zero (low-level) and 
high-level checks. 

(iii) The date, time, and duration 
that each continuous monitoring sys-
tem was out-of-control, including the 
information in § 63.8(c)(8). 

(iv) The date and time that each de-
viation started and stopped, and 
whether each deviation occurred dur-
ing a period of startup, shutdown, or 
malfunction or during another period. 

(v) A summary of the total duration 
of the deviation during the reporting 
period and the total duration as a per-
cent of the total source operating time 
during that reporting period. 

(vi) A breakdown of the total dura-
tion of the deviations during the re-
porting period including those that are 
due to startup, shutdown, control 
equipment problems, process problems, 
other known causes, and other un-
known causes. 

(vii) A summary of the total duration 
of continuous monitoring system 
downtime during the reporting period 
and the total duration of continuous 
monitoring system downtime as a per-
cent of the total source operating time 
during the reporting period. 

(viii) A brief description of the proc-
ess units. 

(ix) A brief description of the contin-
uous monitoring system. 

(x) The date of the latest continuous 
monitoring system certification or 
audit. 

(xi) A description of any changes in 
continuous monitoring systems, proc-
esses, or controls since the last report-
ing period. 

(c) Immediate startup, shutdown, and 
malfunction report. If you had a startup, 
shutdown, or malfunction during the 
semiannual reporting period that was 
not consistent with your startup, shut-

down, and malfunction plan, you must 
submit an immediate startup, shut-
down, and malfunction report accord-
ing to the requirements in 
§ 63.10(d)(5)(ii). 

(d) Part 70 monitoring report. If you 
have obtained a title V operating per-
mit for an affected source pursuant to 
40 CFR part 70 or 40 CFR part 71, you 
must report all deviations as defined in 
this subpart in the semiannual moni-
toring report required by 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A). If you submit a com-
pliance report for an affected source 
along with, or as part of, the semi-
annual monitoring report required by 
40 CFR 70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), and the compliance re-
port includes all the required informa-
tion concerning deviations from any 
emission limitation or operation and 
maintenance requirement in this sub-
part, submission of the compliance re-
port satisfies any obligation to report 
the same deviations in the semiannual 
monitoring report. However, submis-
sion of a compliance report does not 
otherwise affect any obligation you 
may have to report deviations from 
permit requirements for an affected 
source to your permitting authority. 

(e) Immediate corrective action report. 
If you had three unsuccessful attempts 
of applying corrective action as de-
scribed in § 63.9634(j) on an emission 
unit or group of emission units, then 
you must submit an immediate correc-
tive action report. Within 5 calendar 
days after the third unsuccessful at-
tempt at corrective action, you must 
submit to the Administrator a written 
report in accordance with § 63.9634(j)(3) 
and (4). This report must notify the Ad-
ministrator that a deviation has oc-
curred and document the types of cor-
rective measures taken to address the 
problem that resulted in the deviation 
of established operating parameters 
and the resulting operating limits. 

§ 63.9642 What records must I keep? 

(a) You must keep the records listed 
in paragraphs (a)(1) through (3) of this 
section. 

(1) A copy of each notification and re-
port that you submitted to comply 
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with this subpart, including all docu-
mentation supporting any initial noti-
fication or notification of compliance 
status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests and 
performance evaluations as required in 
§ 63.10(b)(2)(viii). 

(b) For each COMS, you must keep 
the records specified in paragraphs 
(b)(1) through (4) of this section. 

(1) Records described in 
§ 63.10(b)(2)(vi) through (xi). 

(2) Monitoring data for COMS during 
a performance evaluation as required 
in § 63.6(h)(7)(i) and (ii). 

(3) Previous (that is, superceded) 
versions of the performance evaluation 
plan as required in § 63.8(d)(3). 

(4) Records of the date and time that 
each deviation started and stopped, and 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function or during another period. 

(c) You must keep the records re-
quired in §§ 63.9634 through 63.9636 to 
show continuous compliance with each 
emission limitation, work practice 
standard, and operation and mainte-
nance requirement that applies to you. 

§ 63.9643 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.9650 What parts of the General 
Provisions apply to me? 

Table 2 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.9651 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the EPA, or a dele-
gated authority such as your State, 
local, or tribal agency. If the EPA Ad-
ministrator has delegated authority to 
your State, local, or tribal agency, 
then that agency has the authority to 
implement and enforce this subpart. 
You should contact your EPA Regional 
Office to find out if this subpart is dele-
gated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of the EPA and are not trans-
ferred to the State, local, or tribal 
agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of non-opacity emission 
limitations and work practice stand-
ards under § 63.6(h)(9) and as defined in 
§ 63.90. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.9652 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows. 

Affected source means each new or ex-
isting ore crushing and handling oper-
ation, ore dryer, indurating furnace, or 
finished pellet handling operation, at 
your taconite iron ore processing 
plant. 

Bag leak detection system means a sys-
tem that is capable of continuously 
monitoring relative particulate matter 
(dust) loadings in the exhaust of a 
baghouse to detect bag leaks and other 
upset conditions. A bag leak detection 
system includes, but is not limited to, 
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